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1.4 - MAIN DIMENSIONS
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Overall length = 12.94 m (42.45 ft)

MAXIMUM PERMISSIBLE WEIGHT
Refer to the Flight Manual
for the applicable version.

Refer to the Weight Sheet
for the applicable helicopter.
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a eurocopter THM

an EADS Compary

4.5 - MAIN ROTOR BLADES

B version : composite materials B1, B2, B3 & BA versions : composite materials
AIRFOIL: NACA 00 12 AIRFOIL : OA 2 09
Symmetric Thickness ONERA  Asymmetrical Thickness
% airfoil chord % airfoil chord
Thickness/chord ratio Thickness/chord ratio
Airfoil chord 300 mm L C : Airfoil chord 350 mm
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: : ; Bonding braid
Polyurethane protection Stainless steel cuffs Blade c.g. location mounting stud

on underside on underside

First 4 tabs are cambered during i Bonding braid protected
blade dynamic balancing by polyurethane tape
Position marks 5th and 6th tab set at 0° can
on underside for = be cambered during blade
blade folding prop adjustment on MRH
Static and dynamic Foam
balance weights
. Steel inserts
End blank with .
tracking finger /j/ Glass roving tape wound
around blade attach inserts

for blade tracking § :
check with flag Q) <) -~ and forming the leading edge spar
%’ e & and the trailing edge ledge
= P
Mounting screw )
for stroboscope / R 7

tracking check target Glass fabric layup

forming blade skin

Roving spar
Stainless
steel cuff

Polyurethane strip / Spar box structure/ Foam core Roving

integrated in airfoil (glassfiber) trailing edge
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